
Spring Township
Driveway Permit

Permit Number:

Site Distance Left:

lssuance Date:

Site Distance

Applicant Information

Name of Property Owner

Address of Property Owner:

Phone:

Property Addres of site for propooed driveway:

to be served by driveway:Number of
$125.00 perdriveway

1 This permit may be revoked if not instralled as per specifications of plan.
2 lf construction or installation of driveway and of any building or structure for which such driveway is to be

installed has not be commenced within one year after the issuance of a permit for specified driveway, the
said permit shall expire, and a new permit shall be obtained prior to the commencement of said
construction.
Driveway must be constructed in accordance with approved plans.
No building may be occupied nor any certificate of use issued unless and until the driveway servicing said
building has been constructed and/or installed and approved by the Township.
A completed copy of this permit must be given to the Township prior to occupancy.
This permit must be kept on the worksite and shall be available for inspection by any township
representative.

7 Driveway location must be staked on site for Township Official to verify site distances.
8 Property boundaries must be marked prior to site visit to verify location.
9 Upon driveway completion, the applicant must apply for a Certificate of Use from the Township

Send Anolicatio.n. alono vqith q gheck made oavable to
Sprinq Township:

Spring Township
539 Paige Hill Road

Landisburg, PA 17040
717-789-,0550

1-800-242-1776

KEEP THIS PERMIT FOR FUTURE REFERENCE

TOWNSHIP USEOIUIY;

Approved Location and Site Dletance: Date
(Township Ofiicial)

J
4

5
6

CALL BEFORE YOU DIG!
PENNSYLVANIA LAW REQUIRES
3 WORKING DAYS NOTICE FOR

CONSTRUCTION PHASE AND 10 WORKING
DAYS IN DESIGN STAGE. STOP CALL

Spring Driveway Permil 6nau2



Insttqctiops fp. f.,Construction of a Drivewav

The Township is concerned about the roads they maintain. The connection of new driveways orrto their roads is a
serious matter for both safety and drainage issues. In order to insure these matters are addressed any person
proposing a new driveway or proposing to modifu drainage along a township road must apply for and obtain a
driveway permit prior to consfruction.

The process begins with the property owner submitting a properly completed driveway permit application. The
complete application packet includes the application and a site plan showing the location ofthe proposed
driveway. The applioant must provide sight distance information and also show on the application how the
driveway will be graded at the connection point to the township road. The application packet has information
explaining how to measure and record sight distance. A chan listing the siglrt distance requirements is also
provided.

A lot sloping down from the township road is generally less of an issue than a driveway sloping up from the road.
This is because the runofffrom the driveway is not directed onto or along the township road. The driveway must
still meet the sight distance requirements and the applicant should demonsffate the approach slopes will not be too
severe to create an issue leaving the properly. On a driveway which is lower than the township road it is
important that the runoff from the driveway is properly conveyed away from the house and garage.

A lot sloping up from the township presents several problems. Generally, there is a swale along this side of the
road. The applicant must provide information showing how this swale will be maintained without forces runoff
onto the road carfway. The applicant may be required to provide storm drainage computations to justiff a culvert
if one is required under the proposed driveway. The application will provide sufficient information to
demonstrate the proposed grading so as not to create grade changes that would be too severe for vehicles to
traverse. A typical is provided to demonstrate the maximum grade changes so this does not occur. Finally, if a
storm water management plan may be required if the proposed driveway will generate runoff which may impact
the township road or drainage system.

The applicant should provide information showing that vehicles will be able to turn around on the property and
not have to back out onto the township road under normal circumstances to leave the property.

Upon receipt of a completed application, site plan and supporting information the township representative will do
a site visit and issue/deny the permit. The representative will verift the sight distance information and generally
check to see that the driveway can bo constructed as presented in accordance with township requirements and the
approved application.

If a permit is issued the applicant has one year to complete the construction. Upon completion of the
construction, the township is to be notified so a final inspection can be completed and a certifieate of completion
is then issued, if the driveway is eonstructed in accordance with the plan. If not, the deficiencies are noted and a
letter is wrifien to the applicant. A certificate of completion will not be issued until the driveway is installed in
accordance with the approved plan. It is very important that properly owners provide the contractor a copy of the
approved plan.

Failure to complete the driveway in accordance with the approved plan may result in the township doing the work
in which case the applicant will be billed for those services and a lien may be placed against the property until
those cost are paid.

Applicants signature agreeing &at the
above has been read and agreed upon.

Date



s?RrNG TOWNSHTP DRIVE\ryAy APP_LrCATl0N

TO BE COMPLTTTD BY THE APPLICANT

SIGHT DISTANC.T MEASURTMENTS

10'back @ 3.5'high

MAINTAIN SWALT ACROSS ORIVEWAY
(NO WAITR SHALT RUN ONIO
ROAD\TAY)

TYPICAL DRIVTWAY PLAN
NOT TO SCALE

DRIVI\ruAY MUST BE STAKTD BY APFLICANT



REQUIREMENTS foT DRIVEWAY PERMIT ISSUANCE:

1. All oppticotions wilt include o pencit sketch including plon (birO's-eye*view) ond
profile (cut-owoy from side) views of proposed locotion ond construction.
2, All drivewoy sholl be constructed to ollow for, or mointoin, o droinoge swoie porollel
to tho roodwoy but outside the shoulder of the rood.
J. lf requested by the permit officer, the Applicont must provide o sotisfoctory plon
which ensures thot no stormwoter or other sediment from the drivewoy will dischorge
onto the municipol roodwoy. lssuonce of o drivewoy permit will be contingeni upon
Applicont's complionce with soid slormwoter plon ond moy be revoked if the proper
storm woter controls ore not instolled per the pton within o reosonoble time period.
4' Subsurfoce piping witl be ollowed in ony instonce where its plocement provides for
droinoge of both public ond privote cortwoy surfoces.
5. Plons ond site witl be reviewed for complionce ond opproved by signoture.
6. Completed construction will be reviewed for complionce ond opproved by signoture
upon sotisfoctory completion,

MATCH T'XISiING
GRAOT A1 EOGI OF
SHOUTOER

SHALL NOT EXCEED 8Z
SLOPE WIHIN IO' OF
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TYPICAL DRIVEWAY PROFILE
wtTHouT P|PE

NOT TO SCALI
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MATCH EXISTING
GRAQT 11 EDG5 OF
SHCN.,,LDER

SHATT NOI EXCEED 8Z
SLOP€ V,.ITHIN IO' OF
STREEI RIGHT.OF-WAY t\r

ROADVJAY
PAVE.I/FNJ

(10w, M€oruM.HtcH)

IYPICAL DRIVEWAY PROFILE
,.- , _wtTH P,|PE

NOT TO SCALE

The oppliconi sholl provide o drivewoy profile ond plon view simitior to those obove, ttshould show how the existing roodside swofe will be mointoined. lf o culvert is
r.equired' ihe type, size ond tocotion rnust be noted. On the plon view, it should showdimensions to the property tines in order to verify in ilre field
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